
Mr. Shaun Huxford
Doors Plus, Inc.
P.O. Box 2058
Elkhart, IN 46515

Re: 039-11956-00172
First Minor Permit Modification to
Part 70 No.: T 039-7569-00172

Dear Mr. Huxford:

Doors Plus, Inc. was issued a permit on December 31, 1998 for a wood manufacturing and
surface coating operation.  A letter requesting changes to this permit was received on March 1, 2000. 
Pursuant to the provisions of 326 IAC 2-7-12 a minor permit modification to this permit is hereby
approved as described in the attached Technical Support Document.

The modification consists of changes in the surface coating operations.  The two (2) spray
coating booths are replaced with one (1) spray coating booth, the one (1) UV flow coating line is replaced
with two (2) UV vacuum coating lines, and the PSD Minor Limit of 96 tons per year has been removed.

All other conditions of the permit shall remain unchanged and in effect.  Please attach a copy of
this modification and the following revised permit pages to the front of the original permit. 

This decision is subject to the Indiana Administrative Orders and Procedures Act - IC 4-21.5-3-5.  
If you have any questions on this matter, please contact Rachel Meredith, OAM, 100 North Senate
Avenue, P.O. Box 6015, Indianapolis, Indiana, 46206-6015, or call at (800) 451-6027, press 0 and ask for
Rachel Meredith or extension (3-5691), or dial (317) 233-5691.

Sincerely,

Paul Dubenetzky, Chief
Permits Branch
Office of Air Management

Attachments
RLM
cc: File - Elkhart County

U.S. EPA, Region V 
Elkhart County Health Department
Northern Regional Office
Air Compliance Section Inspector - Paul Kariewicz
Compliance Data Section - Karen Nowak
Administrative and Development - Janet Mobley
Technical Support and Modeling - Michele Boner



PART 70 OPERATING PERMIT
OFFICE OF AIR MANAGEMENT

Doors Plus, Inc.
1000 North Main Street
Elkhart, Indiana 46514

(herein known as the Permittee) is hereby authorized to operate subject to the conditions
contained herein, the source described in Section A (Source Summary) of this permit.  

This permit is issued in accordance with 326 IAC 2 and 40 CFR Part 70 Appendix A and contains
the conditions and provisions specified in 326 IAC 2-7 and 326 IAC 2-1-3.2 as required by 42
U.S.C. 7401, et. seq. (Clean Air Act as amended by the 1990 Clean Air Act Amendments), 40
CFR Part 70.6, IC 13-15 and IC 13-17.

         

Operation Permit No.: T039-7569-00172

Issued by: 
Janet G. McCabe, Assistant Commissioner
Office of Air Management

Issuance Date: December 31, 1998

         

First Minor Permit Modification: 039-11956 Pages Affected: 3, 20,  30, and 36

Issued by: 
Paul Dubenetzky, Branch Chief
Office of Air Management

Issuance Date:
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SECTION C SOURCE OPERATION CONDITIONS

Entire Source

Emission Limitations and Standards  [326 IAC 2-7-5(1)]

C.1 PSD Minor Source Status  [326 IAC 2-2] [40 CFR 52.21] 
Any change or modification which may increase potential to emit to 250 tons per year from this
source, shall cause this source to be considered a major source under PSD, 326 IAC 2-2 and 40
CFR 52.21, and shall require approval from IDEM, OAM prior to making the change.

C.2 Particulate Matter Emission Limitations For Processes with Process Weight Rates Less Than
One Hundred (100) pounds per hour  [326 IAC 6-3-2(c)]
Pursuant to 326 IAC 6-3-2(c), the allowable particulate matter emissions rate from any process
not already regulated by 326 IAC 6-1 or any New Source Performance Standard, and which has
a maximum process weight rate less than 100 pounds per hour shall not exceed 0.551 pounds
per hour.

C.3 Opacity  [326 IAC 5-1] 
Pursuant to 326 IAC 5-1-2 (Opacity Limitations), except as provided in 326 IAC 5-1-3 (Temporary
Exemptions), opacity shall meet the following, unless otherwise stated in this permit:

(a) Opacity shall not exceed an average of forty percent (40%) in any one (1) six (6) minute
averaging period as determined in 326 IAC 5-1-4. 

(b) Opacity shall not exceed sixty percent (60%) for more than a cumulative total of fifteen
(15) minutes (sixty (60) readings as measured according to 40 CFR 60, Appendix A,
Method 9 or fifteen (15) one (1) minute nonoverlapping integrated averages for a
continuous opacity monitor) in a six (6) hour period.

C.4 Open Burning  [326 IAC 4-1] [IC 13-17-9]
The Permittee shall not open burn any material except as provided in 326 IAC 4-1-3, 326 IAC 4-
1-4 or 326 IAC 4-1-6.  The previous sentence notwithstanding, the Permittee may open burn in
accordance with an open burning approval issued by the Commissioner under 326 IAC 4-1-4.1. 
326 IAC 4-1-3 (a)(2)(A) and (B) are not federally enforceable.

C.5 Incineration  [326 IAC 4-2][326 IAC 9-1-2]
The Permittee shall not operate an incinerator or incinerate any waste or refuse except as
provided in 326 IAC 4-2 and 326 IAC 9-1-2. 

C.6 Fugitive Dust Emissions  [326 IAC 6-4] 
The Permittee shall not allow fugitive dust to escape beyond the property line or boundaries of
the property, right-of-way, or easement on which the source is located, in a manner that would
violate 326 IAC 6-4 (Fugitive Dust Emissions).   326 IAC 6-4-2(4) is not federally enforceable.

C.7 Operation of Equipment  [326 IAC 2-7-6(6)]
All air pollution control equipment listed in this permit and used to comply with an applicable
requirement shall be operated at all times that the emission units vented to the control equipment
are in operation.
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SECTION D.1 FACILITY OPERATION CONDITIONS

One (1) spray coating booth, identified as EU27B which uses air-assisted airless spray guns equipped
with dry filters for overspray control, exhausting at Stack/Vent ID #SV-27B.
(The information describing the process contained in this facility description box is descriptive
information and does not constitute enforceable conditions.)

Emission Limitations and Standards  [326 IAC 2-7-5(1)] 

D.1.1 Volatile Organic Compounds (VOC)  [326 IAC 8-2-12]
Pursuant to 326 IAC 8-2-12 (Wood Furniture and Cabinet Coating), the surface coating applied to
wood furniture and cabinets shall utilize one of the following application methods:

Airless Spray Application
Air Assisted Airless Spray Application
Electrostatic Spray Application
Electrostatic Bell or Disc Application
Heated Airless Spray Application
Roller Coating
Brush or Wipe Application 
Dip-and-Drain Application

High Volume Low Pressure (HVLP) Spray Application is an accepted alternative method of
application for Air Assisted Airless Spray Application.  HVLP spray is the technology used to
apply coating to substrate by means of coating application equipment which operates between
one-tenth (0.1) and ten (10) pounds per square inch gauge (psig) air pressure measured
dynamically at the center of the air cap and at the air horns of the spray system.

D.1.2 Source Modification [326 IAC 2-7-10.5]
Any change in operation or modification which increases the potential to emit above the
thresholds in 326 IAC 2-7-10.5, Part 70 permits, source modification shall be approved by IDEM,
OAM prior to making the change.

D.1.3 Particulate Matter (PM) [326 IAC 6-3-2(c)]
Pursuant to 326 IAC 6-3-2 the PM from the one (1) paint booth (EU27B) shall not exceed the
pound per hour emission rate established as E in the following formula:    

Interpolation and extrapolation of the data for the process weight rate up to sixty thousand
(60,000) pounds per hour shall be accomplished by use of the equation:

E = 4.10 P0.67 where E = rate of emission in pounds per hour; and
P = process weight rate in tons per hour

or

Interpolation and extrapolation of the data for the process weight rate in excess of sixty thousand 
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D.3 FACILITY OPERATION CONDITIONS - UV Line

Two (2) continuous UV vacuum coating lines, identified as VA1 and VA2, consisting of sanding, priming,
buffing, coating, and curing, equipped with a dust collection system.
(The information describing the process contained in this facility description box is descriptive information
and does not constitute enforceable conditions.)

Emission Limitations and Standards [326 IAC 2-7-5(1)]

D.3.1 Particulate Matter (PM)  [326 IAC 6-3-2]
Pursuant to 326 IAC 6-3-2 (Process Operations), the allowable PM emission rate from each of
the UV lines shall not exceed the pound per hour emission rate established as E in the following
equation.

Interpolation and extrapolation of the data for the process weight rate up to sixty thousand
(60,000) pounds per hour shall be accomplished by use of the equation:

E = 4.10 P0.67 where E = rate of emission in pounds per hour; and
P = process weight rate in tons per hour

or

Interpolation and extrapolation of the data for the process weight rate in excess of sixty thousand
(60,000) pounds per hour shall be accomplished by use of the equation:

E = 55.0 P0.11 - 40 where E = rate of emission in pounds per hour; and
P = process weight rate in tons per hour

D.3.2 Preventive Maintenance Plan  [326 IAC 2-7-5(13)]
A Preventive Maintenance Plan, in accordance with Section B - Preventive Maintenance Plan, of
this permit, is required for this facility and its control device. 

Compliance Determination Requirements

D.3.3 Testing Requirements  [326 IAC 2-7-6(1),(6)]
The Permittee is not required to test this facility by this permit. However, IDEM may require
compliance testing at any specific time when necessary to determine if the facility is in
compliance.  If testing is required by IDEM, compliance with the PM limit specified in Condition
D.3.1 shall be determined by a performance test conducted in accordance with Section C -
Performance Testing. 

D.3.4 Particulate Matter (PM)
The baghouses must be operating at all times when the UV line is in operation.

Compliance Monitoring Requirements  [326 IAC 2-7-6(1)]  [326 IAC 2-7-5(1)]

D.3.5  Visible Emissions Notations
(a) Daily visible emission notations of each of the UV lines stack exhaust shall be performed

during normal daylight operations when exhausting to the atmosphere. A trained
employee shall record whether emissions are normal or abnormal.  

(b) For processes operated continuously, "normal" means those conditions prevailing, or
expected to prevail, eighty percent (80%) of the time the process is in operation, not 


